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(57) Abstract: The invention relates to a transport device for transporting goods, preferably on pallets or the like, along a roadway, 
said device comprising at least two laterally driven peripheral traction elements (2), especially transport chains. To this end, support 
elements (3) are fixed, preferably articulated, to the peripheral traction elements (2), the goods to be transported or the pallets being 
supported on said support elements. The support elements (3) are arranged tightly in a row along the traction element, and essentially 
cover the peripheral traction element (2), each peripheral traction element (2) having its own support elements (3). 
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(57) Zusammenfassung: Bei einer Fordereinrichtung zum Fordern von Fdrdergut, vorzugsweise auf Paletten oder dergleichen, 
langs einer Forderstrecke mit zumindest zwei seitlichen angetriebenen umlaufenden Zugmitteln (2), insbesondere FSrderketten, wird 
vorgeschlagen, am umlaufenden Zugmittel (2) Tragglieder (3) zu befestigen, vorzugsweise anzulenken, auf denen das FSrdergut oder 
die Palette auflastet, wobei insbesondere die Tragglieder (3) langs des Zugmittels dicht aneinander in Reihe angeordnet sind und das 
umlaufende Zugmittel (2) im wesentlichen abdecken und jedes umlaufende Zugmittel (2) eigene Tragglieder (3) aufweisL 



